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All rights strictly reserved. Reproduction or issue to third
parties in ony form whatever is not permitted without

written authority from the proprietors.

Alle rechten uitdrukkelik voorbehouden. Vermenigwildiging
schriftelike toestemming von de eigenares niet geoorioofd.

of mededeling aan derden in welke vorm ook is zonder

DATE REVISION /CHANGES

03-02-25] Initial drawing

03-03-11 | Change label
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Strip length 5% (5x) \ = um“
Twisted, not tinned \.
40%4 500+ 254015
49.1%05 2504
Lead—wire assignments;
Lead | Function Colour | Description
s01 1 +24V Red
\ 217 2 | Gound Black
_ . \_ 502 4302 3 |Speedcontrol |  White 0--5 V (1V/1000RPM)
. | 4 | Tacho out | Green |6 pulses per revolution
Notes; \ —_ 5 [shied/ground] - | Wotor housing
- Printed lobe; A - - -
dimensions 20x75 mm. !
Contains following information; \
A Motor type N 8 scae | EYROP. [
B Motor part—number wﬁ 1:1 PROJ 1B
C Lead—wire assignments % -t : M@ 3
D Production year/week/serial code % Y I [ P BdR
. —03=11 [PdB
— Motor—enclosure; black anodised, Shaft; Stainless steel ( 500 HV min.)  Detail [k] Scale2:1 Motor BL58 8204 045 0912 03-03-11 |Pd

- Motor enclosure sedled to meet IP34 requirements.

SUPERS. - SHEET. 112-1 | 2
~ Cable; ALPHA 1294C (4x22AWG with 22AWG drain—wire) NAME. P. de Bruin DATE. 03-02-25 PROPERTY OF
Wire isolation and cable jacket material; PVC e 87204 045 09121 112=1 | ek, vwmommwOoﬂxﬂ\mme.O# Mm%ﬁﬁm_cwoouw BV




