S37A

Spur gearbox 0.6 Nm
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Order number & 2 b =S |2E s = = o 3 a
S37A0010AA 10:1 2 81 0.1 0.3 = 59.3 63.7
S37A0018AA 18:1 3 73 0.1 03 # 61.8 66.2
S37A0030AA 30:1 3 73 0.2 0.6 # 618 66.2
S37A0060AA 60:1 [ 66 0.3 0.9 = 643 68.7
S37A0075AA 75:1 [ 66 0.k 1.2 = 643 68.7
S37A0100AA 100:1 L 66 0.6 1.8 = 6L.3 68.7
S3TA0150AA 150:1 5 59 0.6 18 # 66.8 1.2
S37A0200AA 200:1 5 59 0.6 1.8 # 66.8 7.2
S37A0500AA 500:1 6 53 0.6 1.8 = 69.3 73.7
S37A0900AA 900:1 6 53 0.6 1.8 = 69.3 13.1
| Product combinations | | General data |
<L—2_‘ * | Bearing on output shaft sleeve
* Maximum radial load 11 N
;k e 435 CL29 motor * | Maximum axial load 45 N
4 * | Maximum press on force 450 N
* Radial play of shaft <=0.1 mm
L3 % | Axial play of shaft 0.1-06 | mm
3 Watt version: L3 * | Max. recommended input speed 6000 rpm
- CLLO motor 7 Watt version: L3+1 * | Backlash at no load °
12 Watt version : L3+2.4 * | Backlash at nominal load °
* | Temperature range -10/+60 °C
Order number of motor/qearbox :
Last 6 digits of motor number + gearbox number I Opfions I
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* Other standard ratios
* Custom shafts
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